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DS 1046 LOT-TW

Tunable White aydinlatma armaturi i1sik kaynaginin
renk sicakhgi (CCT) cikisini kontrol etmek igin
kullaniimaktadir. Bu aydinlatma sistemi kullanildigi
alan, uygulama ve ihtiyaglara gore (sicak beyaz)
2700 Kelvin'den (soguk beyaz) 6500 Kelvin'e renk
sicakliginin degistiriimesini saglamaktadir.
Gunduzleri az 11k alan veya hi¢ 1sik almayan
mekanlarda glin 1s1§1 donglsinu simile edilerek
kullanicinin konforu ve konsantrasyonu artirilabilir,
dinlendirici bir atmosfer yaratmak igin kullanilabilir,
gunlik rutinine yardimci olur ve dinamik i1sik déngusu
sayesinde kullanim kolayligi saglar.

Uriin
Tip
Kategori
Renk

Teknik Veri
Isik kaynagi
Glg
Isik akisi
Renk sicakhigi
Renksel geri verim

Elektriksel koruma
sinifi

Voltaj
Frekans
Isik akisi toleransi

Glg tiketim
toleransi

LED omri

Diger Bilgiler

IP korumasi

Darbe korumasi
Agirhk

Olgiiler

Optik koruma
Gdvde malzemesi
Difiizér malzemesi

Calisma ortami
sicakhgi

Performans ortami
sicakhgi

DS 1046 LOT-TW
ic Aydinlatma
Beyaz (RAL 9016)

Mid Power LED
45W

5737 Im (4000K)
2700/6500K
CRI>80

CLASS |

220V/240V
50/60 Hz
7%

7%

L90B50 > 100.000 h

20

IKO2

4.3 kg

@460mm x h:100mm
Opal difiizor
Aliminyum

Opal Akrilik Diflizor
0..+35°C

25°C

DS 1046 LOT-TW | ARLIGHT | 10.01.2026 - Uriin 6zellikleri ile ilgili giincellenmis bilgiler igin liitfen web sitemizi ziyaret ediniz www.arlight.net


https://arlight.net/
https://arlight.net/urunler/tunable-white/ds-1046-lot-tw
https://arlight.net/urunler/tunable-white/ds-1046-lot-tw
https://arlight.net/urunler/tunable-white/ds-1046-lot-tw

JRLIGHT

105° bl
o0 a0
7! %
0 &0
200
45 a5+
k[
400
30° 15* o 15° ki
cd/fkim 1= 100%
—-Cl80 —C%0-C27
@460

100

DS 1046 LOT-TW | ARLIGHT | 10.01.2026 - Uriin 6zellikleri ile ilgili giincellenmis bilgiler igin liitfen web sitemizi ziyaret ediniz www.arlight.net


https://arlight.net/
https://arlight.net/urunler/tunable-white/ds-1046-lot-tw

