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Type Code Power (w)
SDYN.450.30.30 30
SDYN.450.30.40 30
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DYNAMO

HousingAluminum body with electrostatic powder
coating.

OpticsOpal white diffusing lens with lambertian light
distribution and high transmissivity.

LedHigh-efficacy double chip LED with CRI>80,
achieving L90B50 = 50,000 hours of lifetime.

DriverConstant current output LED driver with high
efficiency and Pf=0.95

Options™* Dimming via DALI

Ral 9016 Ral 9005 Ral 9006

CRI V/Hz Weight (Kg)
>80 220 - 240 / 50 - 60 43
>80 220 - 240 / 50 - 60 43

S 0450 DYN | ARLIGHT | 09.01.2026 - Please visit our website for updated information on product features. www.arlight.net


https://arlight.net/en
https://arlight.net/en/products/pendant/s-0450-dyn
https://arlight.net/en/products/pendant/s-0450-dyn
https://arlight.net/en/products/pendant/s-0450-dyn

JdRLIGHT

Max. 1,5m

340

@ 450

S 0450 DYN | ARLIGHT | 09.01.2026 - Please visit our website for updated information on product features. www.arlight.net


https://arlight.net/en
https://arlight.net/en/products/pendant/s-0450-dyn

