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REIEES DS 2011 SAK

Govde
Elektrostatik toz boyali DKP sac kasa, aluminyum
enjeksiyon i¢ gévde ve aluminyum sogutucu.

Lens
High Power led igin tasarlanmis yiiksek verimli
? PMMA lens.

Led
L80 =140.000 saat, yiiksek etkinlik faktdriine ve
renksel geriverime sahip High Powerled.

Siricii
Sabit akim ¢ikigli sisteme sahip yliksek verimli pf

B >0.8.
Opsiyon* Dali dim edilebilir

Ral 9016  Ral 9005

Tip Kodu Giig (w) CCT (K) Isik Akisi (Im) CRI V/Hz Agirlik (Kg) Acl
DSSAK. 8 3000 660 >80 220-240/50-60 1 25°
110.8.30.25

DSSAK. 8 4000 700 >80 220-240/50 - 60 1 25°
110.8.40.25

DSSAK. 8 3000 660 >80 220-240/50-60 1 35°
110.8.30.35

DSSAK. 8 4000 740 >80 220-240/50-60 1 35°
110.8.40.35

DSSAK. 8 3000 620 >80 220-240/50 - 60 1 60°
110.8.30.60

DSSAK. 8 4000 690 >80 220-240/50-60 1 60°
110.8.40.60

DSSAK. 1 3000 880 >80 220-240/50-60 1 25°
110.11.30.25

DSSAK. 1 4000 970 >80 220-240/50 - 60 1 25°
110.11.40.25

DSSAK. 1 3000 860 >80 220-240/50-60 1 35°
110.11.30.35

DSSAK. 1 4000 955 >80 220-240/50-60 1 35°
110.11.40.35

DSSAK. 1 3000 820 >80 220-240/50 - 60 1 60°
110.11.30.60

DSSAK. 11 4000 910 >80 220-240/50-60 1 60°
110.11.40.60

DSSAK. 13 3000 1256 >80 220-240/50-60 1 25°
110.13.30.25

DSSAK. 13 4000 1350 >80 220-240/50 - 60 1 25°
110.13.40.25
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Tip Kodu Giig (w) CCT (K) Istk Akisi (Im) CRI V/Hz Agirlik (Kg) Agi
DSSAK. 13 3000 1210 >80 220 - 240/ 50 - 60 1 35°
110.13.30.35
DSSAK. 13 4000 1313 >80 220 - 240 / 50 - 60 1 35°
110.13.40.35
DSSAK. 13 3000 1185 >80 220 - 240/ 50 - 60 1 60°
110.13.30.60
DSSAK. 13 4000 1280 >80 220 - 240/ 50 - 60 1 60°
110.13.40.60
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