JdRLIGHT

ENEIEGE G 3012 EPM

INDOOR

Govde
Aliminyum profil gergeve ve arka kapak elektostatik
toz boyali gelik sac

Optik
PS mikroprizma lens, PMMA LGP yansitici
(UGR<19)

Led
L70B50 ye gore 250.000 saat, ylksek etkinlik
faktoriine ve renksel geriverime sahip mid power.

Siricii
Sabit akim ¢ikisli, yliksek geri verimli, Pf=0.95

Montaj
Sadece T tasiyicil tavanlar (15 veya 24 mm)

Ral 9016

Tip Kodu Giig (w) CCT (K) Isik Akisi (Im) CRI V/Hz Agirlik (Kg)
GEPM.3012.20.40 20 4000 2170 >80 220 -240/50 - 60 3,48
GEPM.3012.20.30 20 3000 2060 >80 220 -240/50 - 60 3,48
GEPM.3012.27.40 27 4000 3040 >80 220 -240/50 - 60 3,48
GEPM.3012.27.30 27 3000 2780 >80 220 -240/50 - 60 3,48
GEPM.3012.36.40 36 4000 3530 >80 220 -240/50 - 60 3,48
GEPM.3012.36.30 36 3000 3450 >80 220 -240/50 - 60 3,48
GEPMP.3012.19.40 19 4000 2410 >80 220 -240/50 - 60 3,42
GEPMP.3012.19.30 19 3000 2150 >80 220 -240/50 - 60 3,48
GEPMP.3012.27.40 27 4000 3350 >80 220 -240/50 - 60 3,48
GEPMP.3012.27.30 27 3000 3000 >80 220 -240/50 - 60 3,48
GEPMP.3012.30.40 30 4000 3680 >80 220 -240/50 - 60 3,48
GEPMP.3012.30.30 30 3000 3410 >80 220 -240/50 - 60 3,48
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