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Al AENIENEDES G 6060 RAL

Govde
Elektrostatik toz boyali DKP sac.

Optik
Kamasma dnleyici reflektér ve 80° optik lens

Led

L70B50 ye gore 250.000 saat, ylksek etkinlik
faktoriine ve CRI>80 renksel geri verime sahip mid
power

Sirici
Sabit akim ¢ikigli, yuksek geri verimli, Pf =0.95.

Calisma Sicakhigi Aralig
0°C/+35°C

Opsiyon

* 1 veya 3 saat sureli acil aydinlatma modulu

* Dali dim edilebilir

* Reflektor igin iki renk secenegi (RAL9005 Siyah
veya RAL9016 Beyaz)

A

Ral 9016  Double

Tip Kodu Giig (w) CCT (K) Isik Akisi (Im) CRI V/Hz Agirlik (Kg)
GRAL.6060.B. 23 3000 2920 >80 220 -240/50 - 60 54
23.30

GRAL.6060.B. 23 4000 3110 >80 220 -240/50 - 60 54
23.40

GRAL.6060.B. 30 3000 3950 >80 220-240/50 - 60 54
30.30

GRAL.6060.B. 30 4000 4200 >80 220-240/50 - 60 54
30.40

GRAL.6060.W. 23 3000 3260 >80 220 -240/50 - 60 54
23.30

GRAL.6060.W. 23 4000 3460 >80 220-240/50 - 60 54
23.40

GRAL.6060.W. 30 3000 4410 >80 220 -240/50 - 60 54
30.30

GRAL.6060.W. 30 4000 4700 >80 220 -240/50 - 60 54
30.40

G 6060 RAL | ARLIGHT | 25.02.2026 - Uriin &ézellikleri ile ilgili glincellenmis bilgiler igin liitfen web sitemizi ziyaret ediniz www.arlight.net


https://arlight.net/
https://arlight.net/urunler/siva-alti/g-6060-ral
https://arlight.net/urunler/siva-alti/g-6060-ral
https://arlight.net/urunler/siva-alti/g-6060-ral

JRLIGHT

105° bl
o0° a0
750 %
[ &0
ase a5¢
30° 15* o 15° ki
cd/fklm 1= 100%
—-Cl80 —C%0-C27
568 . 592
'
[ L | " 40
595 595 '

G 6060 RAL | ARLIGHT | 25.02.2026 - Uriin &ézellikleri ile ilgili glincellenmis bilgiler igin liitfen web sitemizi ziyaret ediniz www.arlight.net


https://arlight.net/
https://arlight.net/urunler/siva-alti/g-6060-ral

