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ARBIRGIEDE

Tip Kodu

EGAC.
6060.28.30.80

EGAC.
6060.28.40.80

EGAC.
6060.36.30.80

EGAC.
6060.36.40.80

EGAC.
6060.28.30.90

EGAC.
6060.28.40.90

EGAC.
6060.36.30.90

EGAC.
6060.36.40.90

Giig (w)

28

28

36

36

28

28

36

36

CCT (K)

3000

4000

3000

4000

3000

4000

3000

4000

O

INDOOR

Isik Akisi (Im)

2850

3040

3570

3800

2480

2640

3110

3310

CRI

>80

>80

>80

>80

>90

>90

>90

>90

E 6060 GAC

Govde
Elektrostatik toz boyali DKP sac.

Difuizor
UV isinlarina dayanikli, sararmayan, homojen 1s1k
dagihmi saglayan, opal beyaz polistren diflizor.

Cam
Temperli, seffaf cam.

Led
L90B50 ye gére 250.000 saat, ylksek etkinlik
faktoriine ve renksel geriverime sahip mid power

Siricii
Sabit akim ¢ikigli sisteme sahip yliksek geri verimli,
Pf=0.90.

Caligma Sicakhgi Arahigi . .
-25 °C/+35 °C (Acil Aydinlatma Uniteli Urtinlerde +5
°C/+30 °C)

Opsiyon
1 veya 3 saat sireli acil aydinlatma moduilu
DALI DIM edilebilir

IP65 yapilabilir
V/Hz Agirhk (Kg) Montaj Olgiisii
(mm)
220 -240/50 - 60 8,9 580x580
220-240/50-60 8,9 580x580
220 -240/50 - 60 8,9 580x580
220 -240/50 - 60 8,9 580x580
220-240/50-60 8,9 580x580
220 -240/50 - 60 8,9 580x580
220 -240/50 - 60 8,9 580x580
220-240/50-60 8,9 580x580
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