
B 3003 BOW
Housing
Aluminum body with electrostatic powder coating.

PoleØ76mm galvanized, anti-corrosion polyester
powder painted steel pole

GlassTempered, frosted glass.

LedHigh-efficacy LED MODULE with CRI>80,
achieving L90B50 ≥ 50,000 hours of lifetime.

DriverConstant current output LED driver with high
efficiency and Pf≥0.95.

Ambient Temperature
-20 °C/+40 °C

Ral 9016 Ral 9005 Ral 9006 ARL-G90

Type Code Power (w) CCT (K) Light Output (lm) CRI V/Hz Weight (Kg)
BBOW.3003.87.30 87 3000 9060 >80 220 - 240 / 50 - 60 35

BBOW.3003.87.40 87 4000 9300 >80 220 - 240 / 50 - 60 35

BBOW.3003.138.30 138 3000 15240 >80 220 - 240 / 50 - 60 35

BBOW.3003.138.40 138 4000 15560 >80 220 - 240 / 50 - 60 35

30
00

 

240 

50
0 

B 3003 BOW | ARLIGHT | 04.02.2026 - Please visit our website for updated information on product features.  www.arlight.net

https://arlight.net/en
https://arlight.net/en/products/urban/b-3003-bow
https://arlight.net/en/products/urban/b-3003-bow
https://arlight.net/en/products/urban/b-3003-bow

